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Battery Pack

To use outputs order 

BDS-DD Relay Kit

Note:

Pins 1, 3, 5, and 7 on

“D” connector & 

1, 3 and 7 on  “E” 

connector are internally 

bridged common.

Input 1   Connect to D2 & D1 

Input 2   Connect to D4 & D3 

Input 3   Connect to D6 & D5 

Input 4   Connect to D8 & D7 

Input 5   Connect to E2 & E1 

Input 6   Connect to E4 & E3     
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Green

.
Land Encoder Wire Shield (G3)

For 5 conductor shielded cable 

connect shield to green wire stub 

with provided crimp connector

36 VAC@

Fuse for 24VAC (spare included)

AC input L2

AC input L1

AC Ground 

NULL  (3rd phase AC)

24VDC

24VAC 

24VDC power supply 
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575 v

460 v

From Transformer

(factory wired)

BLUE

GREEN

WHITE

PURPLE

RED

115 v

575 v

208 v

230 v

Only this wire 

to select other voltages

(115 VAC is factory wired)

needs to be moved

COMMERCIAL AC VOLT SELECT

For installation and  trouble

shooting  manuals please

scan the QR code

Ver BDS 1.1

+ 24VDC- 24VDC

+ 24VDC- 24VDC
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